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The 150mm bell provides audible warning when a 

voltage is applied to it. 

The bell has a red finish with the word “FIRE” is 

large lettering. This makes the product most suitable 

for installations together with a fire detection system. 

Each unit is supplied with a backing box for easy 

installation. Wire protected terminal strip also 

attributes to easy termination of field cabling. 

 

 
 

The bells are available in two versions. One 

version operates with 12-volt systems and the 

other with 24-volt systems. 

Their operation is based on a ‘make and break’ 

principle. The armature is a spring-loaded metal 

rod that is moves out of the solenoid chamber 

due to the effects of the ‘make’ cycle. When the 

armature is extended it ‘breaks’ the circuit 

causing it to return to its rest position because of 

the spring action. In the rest position the circuit 

is complete and the ‘make / break’ cycle 

resumes again. 

It is in the ‘make’ cycle when the gong is struck 

by the metal armature, and creates the audible 

warning. 

 

 

150 MM BELL D102 

 

 
 

 
12 Volt model 24 Volt model 

Operating voltage 
8 ~ 16 V d.c. 20 ~ 28 V d.c. 

Current draw 80 mA @ 12V 80 mA @ 24V 

Finish Red Red 

Dimensions (mm) Æ150 x 81D Æ150 x 81D 

Product code 206-0003 206-0002 
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