
advanced          warning 
The SmartTerminal is an LCD Annunciator designed to remotely display 
the status of and provide limited control of the FireFinder™ FACP.

Features of SmartTerminal include:
 4 line by 40 character LCD (backlit only when being accessed)
 2-wire RS485 communication to the FACP
 An ability to reset alarms and activate or silence alarm devices
 Can be programmed to display Alarms and/or Faults and/or Disabled
 Controls have tactile and audible feedback
 Facility to acknowledge alarms, silence the buzzer and reset the system
 Slimline fl ush or surfaced mounted
 Easy to install and commission, making it a cost effective solution
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Due to Ampac’s committment to continuous 
improvement specifi cations provided may 
change without notice

  

  

Mechanical
Dimensions ABS Cabinet ( mm ) 195H x 324W x 52D
Package Weight (without batteries) 2.4Kg 
 
Environmental
Temperature -5ºC to + 55ºC
Humidity 25% to 75%
 
Input Power
Operating Voltage ( nominal ) 27VDC

Operating Voltage ( minimum ) 18VDC

Quiescent Current 12.4mA 
 (back light off, buzzer off)

 Maximum Current 43.8mA 
 (back light on, buzzer on)

Cabling Requirements 2 core 1.5 to 2.5mm2

Optional 27VDC  1.8A plus 400mA Battery Charging
Power Supply

Batteries 12Volt 3.2Ahr x 2
 
27VDC Outputs
Auxiliary 27VDC Distribution  27VDC 500mA Monitored
Protection

Cabling Requirements 2 core 1.5 to 2.5mm2

Communications
Internal to FACP RS485
External to FACP RS485
Cabling Requirements Screened twisted pair
Fault monitoring O/C, S/C
Maximum Number of SmartTerminals per FACP 30
Maximum Distance ( from FACP ) 1.2Km

LCD 4 line x 40 character 

Item Number
4380-0003 SmartTerminal LCDA Slimline EN54
159-0129 CEB Driver Board

Alarm condition

Devices - missing, out of calibration, wrong type, reporting an 
internal error

Loops - short or open circuit

A monitored Input and / or Output of a loop device, is in fault

Sounders - missing, wrong type or reporting an internal error

Modules within the panel - missing, wrong type or hardware error

Main and / or secondary power supply fault

The buzzer is silenced by pressing the Buzzer Silence control locally 
or at the FACP

Summary of Indicators

Access level 1 only the silence buzzer, override, previous and next 
front panel controls are operative. 

Access level 2 is entered when the key-switch is in the ENABLED 
position. Enabled allows full control of SmartTerminal.

        
  

Keyswitch DISABLED Keyswitch ENABLED

Override

   Turns off delays to programmed 
  outputs including brigade outputs
 

Silence Resound

   Enables/disables alarm devices 
  activated by an alarm condition

Previous

   Navigation key - Previous screen

Next

   Navigation key - Next screen

Silence Buzzer

   

Reset

   

Evacuate

   Turns on and latches Alarm Outputs
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Summary Of Controls

OVERRIDE

SILENCE
BUZZER

SILENCE
RESOUND

RESET

EVACUATE

Delay Active Yellow
Alarms Yellow
Fire Red
Fault Yellow
Disabled Yellow
Power Green
Power Fault Yellow
System Fault Yellow
Earth Fault Yellow

Alarms Status Yellow
Fire Output Status Yellow
Fault Output Status Yellow
Ancillary Output Disabled Yellow
Test Yellow
Fire Output On Red
Pre-alarm Red
Day / Night Active Yellow

Summary of Buzzer Operation

Returns the FACP to its power up state. 
This means all detectors in alarm are 
reset to normal and all indicators and 
outputs are updated accordingly.

Silences the panel buzzer. 
Hold for 3 sec to execute lamp test.
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